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DESCRIPTION 

The AP034 is a wide-band, active differentiai probe. The probe 
features iow noise, iow input capacitance, high common mode 
rejection, and Fieid Effect Transistor (FET) buffered inputs in the 
probe head. The user-seiectabie offset gives the probe the 
fiexibiiity to measure a iarge range of signai types. Piug-on 
attenuators and AC coupiing accessories further extend the 
appiication range. Inciuded interconnect accessories aiiow 
connection to surface mount and through-hoie components with 
minimai signai degradation. The input receptacies in the probe 
head are compatibie with standard 0.025 in. (0.635 mm) square 
pins, which provide a convenient, iow-cost method of creating 
device characterization test fixtures. 

The probe is powered directiy from a LeCroy osciiioscope 
through the ProBus interface. The ProBus interface aiso aiiows 
iocai controi of the probe through the osciiioscope user interface 
and remote controi through the interface buses, (GPIB, RS-232). 
The optionai ADPPS power suppiy aiiows the AP034 to be used 
with other instruments such as spectrum anaiyzers, network 
anaiyzers, and osciiioscopes without ProBus interface. 

APPLICATIONS 



The AP034 Active Differentiai Probe is ideai for acquiring high- 
speed differentiai signais such as those found in disk drive read 
channeis, differentiai LAN, video, etc. The probe can be used 
with spectrum anaiyzers to acquire signais in some RF systems 
(for exampie, baianced IF mixers in hand-heid ceiiuiar 
teiephones). The high impedance characteristics of both inputs 
aiiow you to use the probe as an FET probe to make singie- 
ended measurements in digitai systems without introducing a 
ground ioop, as a conventionai FET probe wouid. 
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CONVENTIONS USED IN THIS MANUAL 

The following conventions may appear in this manual: 

Note 

A Note contains general information relating to 
the use of the product. 

Caution 

A Caution contains information that should to be 
followed to avoid possible damage to the 
instrument or the device under test. 

WARNING 

A Warning alerts you to potential injury to 
yourself Failing to adhere to the statement in a 
WARNING message could result in bodily injury. 

The following symbol may appear on the product: 

This symbol refers you to additional information contained in this 
manual. The corresponding information in the manual is denoted 
with the same symbol. 

CAT I Overvoltage Installation Category per EN 61 01 0-1 
# # # 
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